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FFL 15.38

Block 3

FFL 14.20

Block 3

FFL 14.65

Block 4

FFL 15.245

Block 4

FFL 15.92

Block 5

FFL 16.58

steps from rear

area

new access

steps to entrance

existing stone wall and

railing retained to street

frontage

existing stone wall and

railing retained to street

frontage

new stone wall and

railing erected between

existing pillars

existing stone pillar

(retained) rebuilt to end of

existing stone wall (where

reduced in length)

new vehicular access

formed into site

paved access path

grass

low retaining

wall

retaining wall

retaining wall

retaining wall

retaining wall

retaining wall

retaining wall

retaining wall
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paved access path

paved access path

paved area
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grass
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grass

grass
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DATUM

(MH cover)

1200mm high

timber fence

1200mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

1800mm high

timber fence

existing access to garage

retained provide vehicular

turning area

existing access to

garage retained

garage

1200mm high

timber fence

1200mm high

timber fence

path 1:25

ramped path

foot path

foot path

foot path

foot path

ramped path

path

path

retaining wall

1.8m high vertical boarded timber

fence

lockable access gate in 1.8m high

vertical boarded timber fence

PROPOSED FENCE KEY:

1.2m high vertical boarded timber

fence

access gate in 1.8m high vertical

boarded timber fence
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SITE BLOCK PLAN

as PROPOSED

AT2853 300-A
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Site Block Plan
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C

o

n

s

t

r

u

c

t

i
o

n

 

I

s

s

u

e



560 2095 495

1
6

0
0

793187099210851200

7931870737

6201190

1
2

0
0

3
6

7
0

8
2

0
5

0
8

0

9

2

6

m

m

 

w

i

d

e

d

o

o

r

 

l

e

a

f

9
2
6
m

m
 
w

i
d
e

d
o
o
r
 
l
e
a
f

726mm wide

door leaf

526mm wide

door leaf

526mm wide

door leaf

6
2
6
m

m
 
w

i
d
e

d
o
o
r
 
l
e
a
f

9
2
6
m

m
 
w

i
d
e

d
o
o
r
 
l
e
a
f

926mm wide

door leaf

926mm wide

door leaf

800x800mm

activity space

800x1100mm

activity space

800x800mm

activity space

1000 x 2000mm bed

activity space around bed

750 x 450mm chest

of drawers and

activity space

1400 x 1800mm

activity space

1000 x 2000mm bed

activity space around bed

750 x 450mm chest

of drawers and

activity space

1085 618

1400 x 1800mm

activity space

FFL: 16.58

Bedroom 1

w/robe

Bedroom 2Kitchen

store /

pantry

Bathroom

Shower Ensuite
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926mm wide

door leaf

926mm wide

door leaf

1000 x 2000mm bed

activity space around bed

750 x 450mm chest

of drawers and

activity space

1000 x 2000mm bed

activity space around bed

750 x 450mm chest

of drawers and

activity space

1400 x 1800mm

activity space

FFL: 16.58

Living Room

Bedroom 1

store

w/robe

Bedroom 2 Sleepover /

Office

store

Hall

Shower Ensuite

275820

242

4
4

0
0

1
7

0
0

partitions to reduce sound

transmission refer to

specifcation notes and details

loft access

hatch

(30 min FR)

roof trusses to be designed to take

account of future lift hoist

installation within bedroom

MDF batten and 3 No

coat/hat hooks

15.77

15.77

16.40

16.55

16.49

minimum 1200x1200mm

level platt at door access

(3% gradient fall to platt

from door)

accessible

entrance/s

door provided with

low threshold unit

16.45

16.435

16.55

16.49

accessible

entrance/s

door provided with

low threshold unit

16.39

16.55

minimum 1200x1200mm

level platt at door access

(3% gradient fall to platt

from door)

accessible

entrance/s

door provided with

low threshold unit

16.55

accessible

entrance/s

door provided with

low threshold unit

minimum 1200x1200mm

level platt at door access

(3% gradient fall to platt

from door)

16.47 16.47

16.46

16.43

16.43

16.0016.00 16.20

15.70

16.49

16.47

16.435

16.425

16.17

16.135

16.125

16.13

16.12

1200mm wide

paved access path

15.97

16.30

16.06

16.123

16.216 16.22

16.13

16.10

loft access

hatch

(30 min FR)

hanging rail and

shelf to w/robe

roof trusses to be designed to take

account of future lift hoist

installation within bedroom

walls adjacent to sanitary fitments

to be lined with 18mm WBP

plywood for furture fixing of

grabrails etc

BALLOFIX valves fitted to all sanitary

appliances.  All pipework and fittings

insulated to local Byelaw standards with

22mm thick ARMAFLEX or equal to

BS5440

walls adjacent to sanitary fitments

to be lined with 18mm WBP

plywood for furture fixing of

grabrails etc

BALLOFIX valves fitted to all sanitary

appliances.  All pipework and fittings

insulated to local Byelaw standards with

22mm thick ARMAFLEX or equal to

BS5440

walls adjacent to sanitary fitments

to be lined with 18mm WBP

plywood for furture fixing of

grabrails etc

BALLOFIX valves fitted to all sanitary

appliances.  All pipework and fittings

insulated to local Byelaw standards with

22mm thick ARMAFLEX or equal to

BS5440

partitions to reduce sound

transmission refer to

specifcation notes and details

MDF batten and 3 No

coat/hat hooks

partitions to reduce sound

transmission refer to

specifcation notes and details

partitions to reduce sound

transmission refer to

specifcation notes and details

partitions to reduce sound

transmission refer to

specifcation notes and details

partitions to reduce sound

transmission refer to

specifcation notes and details

partitions to reduce sound

transmission refer to

specifcation notes and details

partitions to reduce sound

transmission refer to

specifcation notes and details

1400 x 1800mm

activity space

partitions to reduce sound

transmission refer to

specifcation notes and details

partitions to reduce sound

transmission refer to

specifcation notes and details

WINDOW (with restrictor)

s.o:  2095x1550mm

area:  4.0m²

vent area:  2.52m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

DOOR

s.o: 1100x2120mm

external lintol: timber

frame lintel

internal lintol: 3No

225x45mm C24 timbers

15.91

15.36

15.44

1800mm high vertical

boarded timber boundary

fence

1800mm high vertical

boarded timber boundary

fence

1800mm high vertical

boarded timber boundary

fence

1800mm high vertical boarded

timber lockable gate to side

garden of property

1800mm high vertical boarded

timber lockable gate to side

garden of property

refer to Engineers

drawings for details and

specification for retaining

wall

refer to Engineers

drawings for details and

specification for retaining

wall

refer to Engineers

drawings for details and

specification for retaining

wall

refer to Engineers

drawings for details and

specification for retaining

wall

1800mm high vertical

boarded timber boundary

fence

paved refuse /

recycling bin

stance

paved access path

1200mm wide

paved access path

1200mm wide

paved access path

paved area

1000mm wide

paved access path

1000mm wide

paved access path

refer to Engineers drawings

for details of new off street

parking bays being formed

along Edinburgh Road

refer to specification notes

regarding 'party wall' construction

to reduce sound transmission

refer to specification notes

regarding 'party wall' construction

to reduce sound transmission

2500x500mm parking

space - block pavior finish

(3% rise to rear of parking

space)

2500x500mm parking

space - block pavior finish

(3% rise to rear of parking

space)

2500x500mm parking

space - block pavior finish

(3% rise to rear of parking

space)

2500x500mm parking

space - block pavior finish

(3% rise to rear of parking

space)

2500x500mm parking

space - block pavior finish

(3% rise to rear of parking

space)

2500x500mm parking

space - block pavior finish

(3% rise to rear of parking

space)

2500x500mm parking

space - block pavior finish

(3% rise to rear of parking

space)

2500x500mm parking

space - block pavior finish

(3% rise to rear of parking

space)

foul MH (disconnecting)

CL  16.10

IL    14.30

SW MH  (disconnecting)

CL  16.40

IL    14.30

foul MH (disconnecting)

CL  16.20

IL    14.20

foul IC

CL  16.50

IL

foul IC

CL  16.50

IL    15.50A
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WINDOW

s.o:1870x1400mm

area:  2.28m²

daylight area:  1.65m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o:1870x1400mm

area:  2.28m²

daylight area:  1.65m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

820

WINDOW

s.o: 820x1100mm

area:  0.78m²

vent area:  0.45m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 820x1100mm

area:  0.78m²

vent area:  0.45m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

DOOR

s.o: 1085x2120mm

external lintol: timber

frame lintel

internal lintol: 3No

225x45mm C24 timbers

WINDOW

s.o: 820x1100mm

area:  0.78m²

vent area:  0.45m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

793 1870 1260 10851925 275 820

242

820

DOOR

s.o: 1085x2120mm

external lintol: timber

frame lintel

internal lintol: 3No

225x45mm C24 timbers

WINDOW

s.o:1870x1400mm

area:  2.28m²

daylight area:  1.65m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

walls adjacent to sanitary fitments

to be lined with 9.5mm WBP

plywood for furture fixing of

grabrails etc

BALLOFIX valves fitted to all sanitary

appliances.  All pipework and fittings

insulated to local Byelaw standards with

22mm thick ARMAFLEX or equal to

BS5440

WINDOW

s.o: 820x1100mm

area:  0.78m²

vent area:  0.45m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers
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WINDOW

s.o: 820x1100mm

area:  0.78m²

vent area:  0.45m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

5602095495

WINDOW (with restrictor)

s.o:  2095x1550mm

area:  4.0m²

vent area:  2.52m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o:1870x1400mm

area:  2.28m²

daylight area:  1.65m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

1400 x 1800mm

activity space

Hall

15.25

15.31

15.60

15.60

15.42

foul IC

CL  16.30

IL    15.70

SW MH

CL  16.20

IL    15.00

foul IC

CL  16.50

IL    15.50

foul IC

CL  16.20

IL    15.60

SW MH

CL  16.08

IL    15.33

1412

1193

5
5

5
1

minimum 1200x1200mm

level platt at door access

(3% gradient fall to platt

from door)

NOTE:  provide 1 layer of

12.5mm plasterboard to

internal face of timber kit to

any external walls

constructed within 1m of site

boundary prior to forming

services void

NOTE:  provide 1 layer of

12.5mm plasterboard to

internal face of timber kit to

any external walls

constructed within 1m of site

boundary prior to forming

services void

NOTE:  provide 1 layer of

12.5mm plasterboard to

internal face of timber kit to

any external walls

constructed within 1m of site

boundary prior to forming

services void

Dining

Sleepover /

Office

2
5

0

DOOR

s.o: 1100x2120mm

external lintol: timber

frame lintel

internal lintol: 3No

225x45mm C24 timbers
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Loreburn Housing Association

PROPOSED HOUSING DEVELOPMENT

FORMER GARRICK HOSPITAL

EDINBURGH ROAD

STRANRAER

BLOCK 5 - Adapted Bungalow

FLOOR PLAN 

as PROPOSED

AT2853 B5-300-L

1:50 A1 Sept 2017 MEI MB

L:  24 Oct 19 finalise hoist runs / lengths MEI MB
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Ground Floor Plan

scale 1:50
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Hoist system:-

Arjo Maxi Sky 2 with a lift capacity of 200kg



minimum 1200x1200mm

level platt at door access

(3% gradient fall to platt

from door)

accessible

entrance/s

door provided with

low threshold unit

minimum 1200mm

wide paved access

path

1800mm high vertical

boarded timber boundary

fence

14.55

13.50

1800mm high vertical boarded

timber lockable gate to side

garden of property

14.50

refer to Engineers

drawings for details and

specification for retaining

wall

3830

70

895

70

4095

70

1445

3
2

7
5

7
0

4
1

7
5

minimum 1200x1200mm

level platt at door access

(3% gradient fall to platt

from door)

accessible

entrance/s

door provided with

low threshold unit

1200mm high vertical

boarded timber boundary

fence between properties

walls adjacent to sanitary fitments

to be lined with 18mm WBP

plywood for furture fixing of

grabrails etc

BALLOFIX valves fitted to all sanitary

appliances.  All pipework and fittings

insulated to local Byelaw standards with

22mm thick ARMAFLEX or equal to

BS5440

hanging rail

and shelf to

wardrobe

hanging rail and

shelf to wardrobe

partitions to reduce sound

transmission refer to

specifcation notes and details

loft access

hatch

paved refuse /

recycling bin

stance

800x800mm

activity space

roof trusses to be designed to take

account of future lift hoist

installation within bedroom

BATHROOMS

final dwelling bath / shower arrangements to be agreed

within block plans once the plot boundaries have been

finalised

the dwellings which will have shower accommodation

will be the dwellings on the smaller plots

clothes dryer - ie: 1.7m of

line per appartment

15.195

15.10

15.095

minimum 1200mm

wide paved access

path

minimum 1200mm

wide paved access

path

926mm wide

door leaf

926mm wide

door leaf
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FFL: 15.245

Living RoomBedroom 1

Bedroom 2

Bathroom

Dining / Kitchen

wardrobe

store

w/robe

526mm wide

door leaf

refer to specification notes

regarding partition construction to

reduce sound transmission

refer to specification notes

regarding partition construction to

reduce sound transmission

refer to specification notes

regarding partition construction to

reduce sound transmission

refer to specification notes

regarding partition construction to

reduce sound transmission

refer to specification notes

regarding party wall construction

to reduce sound transmission

800x1100mm

activity space

800x800mm

activity space

minimum 1200x1200mm

level platt at door access

(3% gradient fall to platt

from door)

door provided with

low threshold unit

1800mm high vertical

boarded timber boundary

fence

1200mm high vertical

boarded timber boundary

fence between properties

1500 x 2000mm double bed

activity space around bed

enhanced apartment

1400 x 1800mm

activity space

750 x 450mm chest

of drawers and

activity space

refer to Engineers

drawings for details and

specification for retaining

wall

950

3830

70
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70

4095

70

1445
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minimum 1200x1200mm

level platt at door access

(3% gradient fall to platt

from door)

accessible

entrance/s

door provided with

low threshold unit

walls adjacent to sanitary fitments

to be lined with 18mm WBP

plywood for furture fixing of

grabrails etc

BALLOFIX valves fitted to all sanitary

appliances.  All pipework and fittings

insulated to local Byelaw standards with

22mm thick ARMAFLEX or equal to

BS5440

hanging rail

and shelf to

wardrobe

hanging rail and

shelf to wardrobe

partitions to reduce sound

transmission refer to

specifcation notes and details

loft access

hatch

paved refuse /

recycling bin

stance

800x800mm

activity space

roof trusses to be designed to take

account of future lift hoist

installation within bedroom

MDF batten and 3 No

coat/hat hooks

BATHROOMS

final dwelling bath / shower arrangements to be agreed

within block plans once the plot boundaries have been

finalised

the dwellings which will have shower accommodation

will be the dwellings on the smaller plots

clothes dryer - ie: 1.7m

of line per appartment

minimum 1200mm

wide paved access

path

926mm wide

door leaf

926mm wide

door leaf
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FFL: 15.92

Living Room Bedroom 1

Bedroom 2

Bathroom

Dining / Kitchen

wardrobe

store

w/robe

526mm wide

door leaf

refer to specification notes

regarding partition construction to

reduce sound transmission

refer to specification notes

regarding partition construction to

reduce sound transmission

refer to specification notes

regarding partition construction

to reduce sound transmission

refer to specification notes

regarding partition construction to

reduce sound transmission

refer to specification notes

regarding party wall construction

to reduce sound transmission

800x1100mm

activity space

800x800mm

activity space

door provided with

low threshold unit

1500 x 2000mm double bed

activity space around bed

enhanced apartment

1400 x 1800mm

activity space

750 x 450mm chest

of drawers and

activity space

refer to Engineers

drawings for details and

specification for retaining

wall

refer to Engineers

drawings for details and

specification for retaining

wall

726mm wide

door leaf

726mm wide

door leaf

726mm wide

door leaf

726mm wide

door leaf

15.43

15.77

15.89

15.79

15.77

15.77

minimum 1200mm

wide paved access

path

minimum 1200x1200mm

level platt at door access

(3% gradient fall to platt

from door)

15.75

MDF batten and 3 No

coat/hat hooks

15.50

14.53

refer to Engineers

drawings for details and

specification for retaining

wall

15.82

15.97

15.77

15.50

15.50

15.165

15.87

15.11

1800mm high vertical

boarded timber boundary

fence

1800mm high vertical

boarded timber boundary

fence

NOTE:  1800mm high from

high side of boundary

1800mm high vertical boarded

timber lockable gate to side

garden of property

minimum 1200mm

wide paved access

path

A

A

refer to Engineers

drawings for details and

specification for retaining

wall

refer to Engineers

drawings for details and

specification for retaining

wall

refer to Engineers

drawings for details and

specification for retaining

wall

foul IC

CL  14.50

IL    14.07

foul IC

CL  15.09

IL    14.05

foul MH (disconnecting)

CL  14.10

IL

SW MH  (disconnecting)

CL  14.30

IL

foul MH (disconnecting)

CL  14.25

IL
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963963187014701100216718701035963 1870 1470 1100 2167 1870 1035

WINDOW (with restrictor)

s.o: 1870x400mm

area:  2.01m²

daylight area:  1.35m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 1870x1400mm

area:  2.01m²

daylight area:  1.35m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

DOOR

s.o: 1100x2120mm

external lintol: Robslee

Type C

internal lintol: 3No

225x45mm C24 timbers

DOOR

s.o: 1100x2120mm

external lintol: Robslee

Type C

internal lintol: 3No

225x45mm C24 timbers

WINDOW (with restrictor)

s.o: 870x1550mm

area:  2.01m²

daylight area:  1.35m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 1870x1550mm

area:  2.01m²

daylight area:  1.35m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

1035 1870 1447 970 1233

432 970 495

1035187014479701233

432970495 10851085

DOOR

s.o: 1085x2120mm

external lintol: Catnic

CTF5

internal lintol: 3No

225x45mm C24 timbers

WINDOW (with restrictor)

s.o: 970x1100mm

area:  0.96m²

vent area:  0.83m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1100mm

area:  0.96m²

vent area:  0.83m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

DOOR

s.o: 1085x2120mm

external lintol: Catnic

CTF5

internal lintol: 3No

225x45mm C24 timbers

WINDOW (with restrictor)

s.o: 970x1100mm

area:  0.96m²

vent area:  0.83m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1100mm

area:  0.96m²

vent area:  0.83m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 1870x1400mm

area:  2.01m²

daylight area:  1.35m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 1870x1400mm

area:  2.01m²

daylight area:  1.35m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

15.65

15.095

15.075

path gradient 1:40path gradient 1:44

14.98

path gradient 1:44

15.77

minimum 1200mm

wide paved access

path

path gradient 1:36

minimum 1200mm

wide paved access

path

path gradient 1:36

15.60

15.60

15.42

minimum 1200mm

wide paved access

path

path gradient 1:21

15.10

1800mm high vertical

boarded timber boundary

fence

1200mm high vertical

boarded timber boundary

fence between properties

15.095

15.095

15.095

15.095

15.77

refer to Engineers

drawings for details and

specification for retaining

wall

refer to Engineers

drawings for details and

specification for retaining

wall

refer to Engineers

drawings for details and

specification for retaining

wall

938 938

paved refuse /

recycling bin

stance

SW MH  (disconnecting)

CL  14.90

IL    14.28

foul MH  (disconnecting)

CL  14.70

IL    13.71

foul MH  (disconnecting)

CL  14.90

IL    13.75

SW MH  (disconnecting)

CL  14.93

IL    14.28

foul MH  (disconnecting)

CL  14.93

IL    13.78

SW MH

CL  15.60

IL    14.73

foul MH

CL  15.60

IL

foul MH

CL  15.60

IL
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Loreburn Housing Association

Proposed Housing Development

FORMER GARRICK HOSPITAL

Former Garrick Hospital

Stranraer

BLOCK 4 - Adapted Bungalow

FLOOR PLAN 

as PROPOSED

AT2853 B4-300-I

1:50 A1 Sept 2017 MEI MB

I:  24 Oct 19 provide hoist to 1No unit MEI MB

01

Ground Floor Plan

scale 1:50
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EL 16.80

path

FFL 14.20

RL 19.12

RL 19.67

EL 17.25

FFL 14.65

existing ground

level

existing ground

level

existing ground

level

existing ground

level

existing ground

level

existing ground

level

SCHEDULE OF FINISHES

Marley Modern interclocking concrete roof tiles (colour:

Smooth Grey) with Black Fire Clay ridge tiles

uPVC rainwater goods  (colour:  Black)

Smooth render finish

· colour Pearl

reconstructed stone ashlar blocks to plinth course

(Sterling Precast colour:  GS1)

Double glazed uPVC windows  (colour:  Anthracite) with

reconstructued stone window cill units and door

thresholds (Sterling Precast colour:  GS1)

IG external doors with double glazing (colour:  Black)

existing ground

level

existing ground

level

EL 16.25

FFL 14.65

RL 19.12

EL 16.80

FFL 14.20

RL 20.12

RL 19.67

Clenoch Street

Clenoch Street

bank of PV solar

panels to roof pitch

1800mm high timber

fence

1800mm high timber

fence

1800mm high timber

fence

1200mm high timber

fence

1800mm high timber

fence

retaining wall

retaining wall

retaining wall

stepped gable between dwellings -

refer to detailed section:-

· render lath

· abutment flashing

stepped gable between dwellings -

refer to detailed section:-

· render lath

· abutment flashing

existing ground

level

existing ground

level

existing ground

level

existing ground

level

EL 17.92

FFL 15.92

RL  20.79

RL 20.115

EL 18.52

FFL 15.92

RL  21.39

RL 20.715

EL 17.245

FFL 15.245

EL 17.845

FFL 15.245

Clenoch Street

Clenoch Street

RL  21.39

FFL 15.92

RL 20.715

FFL 15.245

Edinburgh Road

1800mm high timber

fence

1800mm high timber

fence

1800mm high timber

fence

1800mm high timber

fence

1800mm high timber

fence

1200mm high timber

fence

retaining wall

retaining wall

retaining wall

SCHEDULE OF FINISHES

Marley Modern interclocking concrete roof tiles (colour:

Smooth Grey) with Black Fire Clay ridge tiles

uPVC rainwater goods  (colour:  Black)

Smooth render finish

· colour Pearl

reconstructed stone ashlar blocks to plinth course

(Sterling Precast colour:  GS1)

Double glazed uPVC windows  (colour:  Anthracite) with

reconstructued stone window cill units and door

thresholds (Sterling Precast colour:  GS1)

IG external doors with double glazing (colour:  Black)

existing ground

level

existing ground

level

existing ground

level
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Loreburn Housing Association

PROPOSED HOUSING DEVELOPMENT

FORMER GARRICK HOSPITAL

EDINBURGH ROAD

STRANRAER

BLOCKS 3 and 4 - 

Adapted Bungalow

ELEVATIONS as PROPOSED

AT2853 B3-4-301-B

1:50 A1 Sept 2017 MEI MB

B:  23 July 2019 Omit PV panels MEI MB

01

East Elevation

scale 1:100 02

South Elevation

scale 1:100

03

West Elevation

scale 1:100
04

North Elevation

scale 1:100

01

East Elevation

scale 1:100 02

South Elevation

scale 1:100

03

West Elevation

scale 1:100
04

North Elevation

scale 1:100
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A

A

WINDOW

s.o: 1645x1400mm

area:  1.88m²

daylight area:  1.35m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

internal lintol: 3No 195x45mm

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1100mm

area:  0.92m²

daylight area:  0.72m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 1645x1400mm

area:  1.88m²

daylight area:  1.35m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

f
a
l
l

Solatube through roof

void to hallway below

fall

fall

f
a
l
l

f
a
l
l

18mm WBP flat roof decking over

'purlin' timbers and roofing membrane

and composite insulated (45mm

thickness) standing seam zinc roof

panel - pitch 1.5° installed in

accordance with manufacturers /

suppliers recommendations

abutment flashing to junction between

roof and wall installed in accordance

with roof finish manufacturers /

suppliers recommendations

150x50mm flat roof joists at 400mm

centres with insulation fill between

joists

18mm WBP flat roof decking with

50mm wide timber firring pieces, at

600mm centres, to form 1.5° pitch,

with 45x45mm 'purlins' over firring

timbers, fill gap between firring and

'purlin' timbers with insulation

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

1400x900mm

wheelchair refuge

FD 60 sc

door and frame with

intumescent strips and cold

smoke seals

Living Room Kitchen

provide a minimum of

1m³ kitchen storage

space

clothes dryer - ie: 1.7m

of line per appartment

hanging rail

and shelf to

wardrobe

12 13 14 15

4 3 2 156

16 17 18 19

Glass Profil 24 or equal and

approved suspended glass

canopy over entrance doorway

B

B

E

Hall

Unit 7

Living Room

Kitchen

Bedroom 1

w/robe

store

Bathroom

Bathroom

Hall

Unit 8

store

store

Bedroom 1

clothes dryer -

ie: 1.7m of line

per appartment

provide a minimum of

1m³ kitchen storage

space
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FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

864mm wide

door leaf

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals686mm wide

door leaf

914mm wide

door leaf

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

533mm wide

door leaf

533mm wide

door leaf

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals
533mm wide

door leaf

533mm wide

door leaf

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

8
6

4
m

m
 
w

i
d

e

d
o

o
r
 
l
e

a
f

864mm wide

door leaf

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

864mm wide

door leaf
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external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1100mm

area:  0.92m²

daylight area:  0.72m²

corridor window opening

casements to be manually

opened to discharge smoke

direct to the external air

window opening casement to be

manually opened to discharge

smoke direct to the external air

250x700mm  access check in non combustible

floor for wet services pipework with 2hr FR

intumescent fire stopping around penetrations

with 900x600mm 2hr FR lockable access

WINDOW (with restrictor)

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

WINDOW (with restrictor)

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

Living Room

Bedroom 1Bedroom 1

Kitchen

Living Room

Bedroom 1

Living Room

Hall

Unit 1

1110

4 3 2 156789

Laundry

Office

Office

One to One Office

General Office

store

IT store

Male

WC

Female

WC

Common Roomstore

DP Toilet

Female Toilets

Male Toilets

DSR

Common Area

w/robe

w/robe

450mm diameter

manoeuvring space

450mm diameter

manoeuvring space

450mm diameter

manoeuvring space

bin store

provide horizontal

offset to SVP stack,

within ceiling void, to

ventilated to exterior

provide horizontal

offset to SVP stack,

within ceiling void, to

ventilated to exterior

maximum occupant capacity of room:

not more than 60

Hall

Unit 2

Kitchen

w/robe

store store

Bathroom

store

Hall

Unit 3

Kitchen
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Loreburn Housing Association

PROPOSED HOUSING DEVELOPMENT

FORMER GARRICK HOSPITAL

EDINBURGH ROAD

STRANRAER

BLOCK 1 - Foyer Unit and Flats

FIRST FLOOR PLAN - part 2 and

1HR FR LOADBEARING WALLS

AT2853 B1-303-C

1:50 A1 Jan 2018 MEI MB

C:  30 Apr 2019 address external opening anomalies MEI MB

01

First Floor Plan - part 2

scale 1:50

02

Ground Floor Plan - 1hr FR walls

scale 1:100

refer to detail drawings:

loadbearing walls highlighted above on the ground floor are to receive

two layers of 12.5mm fire resistant gypsum plasterboard with joints

staggered to provide 1hr fire resistance to timber stud wall construction
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A

WINDOW

s.o: 1645x1400mm

area:  1.88m²

daylight area:  1.35m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x800mm

area:  0.62m²

daylight area:  0.45m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 1645x1400mm

area:  2.01m²

daylight area:  1.35m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 1645x1400mm

area:  2.01m²

daylight area:  1.35m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

Living Room

store

NOTE:

All vertical drop soil and waster pipe stacks to be

fitted with 1hr FR firestop collars (eg:  Rockwool)

where they pass through:-

· floor fire compartment

· wall fire compartment

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

1400x900mm

wheelchair refuge

FD 60 sc

door and frame with

intumescent strips and cold

smoke seals

Living RoomLiving Room

Living Room

Bedroom 1
Kitchen

Hall

Unit 5

Hall

Unit 4

Kitchen

provide a minimum of

1m³ kitchen storage

space

Kitchen

provide a minimum of

1m³ kitchen storage

space

Bathroom

Bathroom

Bedroom 1

clothes dryer -

ie: 1.7m of line

per appartment

clothes dryer -

ie: 1.7m of line

per appartment

hanging rail

and shelf to

wardrobe

hanging rail

and shelf to

wardrobe

store

FD 60 sc

door and frame with

intumescent strips and

cold smoke seals

f
a

l
l

18mm WBP flat roof decking over

'purlin' timbers and roofing membrane

and composite insulated (45mm

thickness) standing seam zinc roof

panel - pitch 1.5° installed in

accordance with manufacturers /

suppliers recommendations

150x50mm flat roof joists at 400mm

centres with insulation fill between

joists

18mm WBP flat roof decking with

50mm wide timber firring pieces, at

600mm centres, to form 1.5° pitch,

with 45x45mm 'purlins' over firring

timbers, fill gap between firring and

'purlin' timbers with insulation

f
a

l
labutment flashing to

junction between roof and

wall installed in

accordance with roof finish

manufacturers / suppliers

recommendations

abutment flashing, taken up

behind rainscreen cladding,

installed in accordance with roof

finish manufacturers / suppliers

recommendations

abutment flashing, taken up

behind rainscreen cladding,

installed in accordance with roof

finish manufacturers / suppliers

recommendations

abutment flashing, taken up

behind rainscreen cladding,

installed in accordance with roof

finish manufacturers / suppliers

recommendations

abutment flashing, taken up

behind rainscreen cladding,

installed in accordance with roof

finish manufacturers / suppliers

recommendations

abutment flashing to junction

between roof and wall installed in

accordance with roof finish

manufacturers / suppliers

recommendations

18mm WBP flat roof decking over

'purlin' timbers and roofing membrane

and composite insulated (45mm

thickness) standing seam zinc roof

panel - pitch 1.5° installed in

accordance with manufacturers /

suppliers recommendations

150x50mm flat roof joists at 400mm

centres with insulation fill between

joists

18mm WBP flat roof decking with

50mm wide timber firring pieces, at

600mm centres, to form 1.5° pitch,

with 45x45mm 'purlins' over firring

timbers, fill gap between firring and

'purlin' timbers with insulation

18mm WBP flat roof decking over

'purlin' timbers and roofing membrane

and composite insulated (45mm

thickness) standing seam zinc roof

panel - pitch 1.5° installed in

accordance with manufacturers /

suppliers recommendations

18mm WBP flat roof decking over

'purlin' timbers and roofing membrane

and composite insulated (45mm

thickness) standing seam zinc roof

panel - pitch 1.5° installed in

accordance with manufacturers /

suppliers recommendations

specialist designed and manufactured

pre-fabricated timber trusses at

600mm centres generally with

100x25mm horizontal and diagonal

bracing

10° roof pitch

specialist designed and manufactured

pre-fabricated timber trusses at

600mm centres generally with

100x25mm horizontal and diagonal

bracing

10° roof pitch

specialist designed and manufactured

pre-fabricated timber trusses at

600mm centres generally with

100x25mm horizontal and diagonal

bracing

10° roof pitch

stair:-

clear stair width between handrails - 1000mm

floor to floor height - 3060mm (18 No 170mm

risers in total), with maximum opening

between adjacent treads of 90mm

stair going - 270mm

provide stair contrasting stair nosings to each

tread

handrail, to both sides of stair and around

landings to be fixed at a height of 1100mm

measured vertically above the pitch line of

the stair flight or landing where a handrail is

provided

handrail to extend at least 300mm beyond

the top and bottom of the flight

handrail abuts a newel post and has a profile

and projection that will allow a firm grip

handrail is returned, scrolled or wreathed

end, that will not present a risk of entrapment

to users

handrail contrasts visually with any adjacent

wall surface

12 13 14 151110

4 3 2 156789

16 17 18 19

Glass Profil 24 or equal and

approved suspended glass

canopy over entrance doorway

864mm wide

door leaf

FD 30 sc

door and frame with

intumescent strips and cold

smoke seals

FD 30 sc

door and frame with

intumescent strips and cold

smoke seals

FD30 sc

door and frame with

intumescent strips and cold

smoke seals

526mm wide

door leaf

864mm wide

door leaf

864mm wide

door leaf

FD 60 sc

door and frame with

intumescent strips and

cold smoke seals

914mm wide

door leaf

w/robe

w/robe

NOTE:

shaded area indicates non combustible

floor construction - ie:  concrete hollow

rib floor to corridor area - refer to

Structural Engineers drawing for details

and support steelwork etc

provide expanding intumescent

fire barrier (eg:  Tenmat Ventilate

Fire Barrier) to ventilated cavity

behind cladding system for

cavities up to 125mm

provide expanding intumescent

fire barrier (eg:  Tenmat Ventilate

Fire Barrier) to ventilated cavity

behind cladding system for

cavities up to 125mm

provide expanding intumescent

fire barrier (eg:  Tenmat Ventilate

Fire Barrier) to ventilated cavity

behind cladding system for

cavities up to 125mm

provide expanding intumescent

fire barrier (eg:  Tenmat Ventilate

Fire Barrier) to ventilated cavity

behind cladding system for

cavities up to 125mm

B

B

C

C

Bedroom 1

Hall

Unit 6

Bathroom

store

w/robe

Hall

Unit 7

Living Room

Kitchen

Bedroom 1

w/robe

store

Bathroom

526mm wide

door leaf

864mm wide

door leaf

526mm wide

door leaf

526mm wide

door leaf

526mm wide

door leaf

526mm wide

door leaf

FD30 sc

door and frame with

intumescent strips and cold

smoke seals

store

clothes dryer -

ie: 1.7m of line

per appartment

provide a minimum of

1m³ kitchen storage

space
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FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals
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864mm wide

door leaf

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

686mm wide

door leaf
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hanging rail

and shelf to

wardrobe

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals
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FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

864mm wide

door leaf

686mm wide

door leaf
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FD 60 sc

door and frame with

intumescent strips

and cold smoke seals
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FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

864mm wide

door leaf

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals686mm wide

door leaf

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

WINDOW

s.o: 970x1400mm

area:  1.15m²

daylight area:  0.78m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1250mm

area:  0.97m²

daylight area:  0.70m²

clothes dryer -

ie: 1.7m of line

per appartment

provide horizontal

offset to SVP stack,

within ceiling void, to

ventilated to exterior

D

WINDOW

s.o: 970x800mm

area:  0.62m²

daylight area:  0.45m²

WINDOW

s.o: 745x1400mm

area:  0.95m²

daylight area:  0.78m²

WINDOW

s.o: 745x1400mm

area:  0.95m²

daylight area:  0.78m²

corridor window opening

casements to be manually

opened to discharge smoke

direct to the external air

corridor window opening

casements to be manually

opened to discharge smoke

direct to the external air

corridor window opening

casements to be manually

opened to discharge smoke

direct to the external air

window opening casement to be

manually opened to discharge

smoke direct to the external air

wet services riser:

250x700mm  access check in non combustible

floor for wet services pipework with 2hr FR

intumescent fire stopping around penetrations

with 900x600mm 2hr FR lockable access

panel to pipework valves etc
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First Floor Plan - part 1

scale 1:50
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A

A

WINDOW (with restrictor)

s.o: 970x1400mm

area:  1.18m²

daylight area:  0.85m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 970x1400mm

area:  1.18m²

daylight area:  0.85m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 970x1400mm

area:  1.18m²

daylight area:  0.85m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 970x1625mm

area:  1.38m²

daylight area:  0.94m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 1645x1625mm

area:  2.26m²

daylight area:  1.61m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x4460mm

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 970x1100mm

area:  0.96m²

daylight area:  0.75m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 1645x1400mm

area:  2.01m²

daylight area:  1.35m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 970x1625mm

area:  1.38m²

daylight area:  0.94m²

external lintol: n/a

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

Living Room

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

Bedroom 1Bedroom 1

Kitchen

provide a minimum of

1m³ kitchen storage

space

clothes dryer -

ie: 1.7m of line

per appartment

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any direction

with minimum opening area of

0.33m² with base of opening

maximum 1100mm and minimum

800mm above floor level

hanging rail

and shelf to

wardrobe

Living Room

Bedroom 1

Living Room

Hall

Unit 1

1110

4 3 2 156789

stair:-

clear stair width between handrails - 1000mm

floor to floor height - 3060mm (18 No 170mm

risers in total), with maximum opening

between adjacent treads of 90mm

stair going - 270mm

provide stair contrasting stair nosings to each

tread

handrail, to both sides of stair and around

landings to be fixed at a height of 1100mm

measured vertically above the pitch line of

the stair flight or landing where a handrail is

provided

handrail to extend at least 300mm beyond

the top and bottom of the flight

handrail abuts a newel post and has a profile

and projection that will allow a firm grip

handrail is returned, scrolled or wreathed

end, that will not present a risk of entrapment

to users

handrail contrasts visually with any adjacent

wall surface

Glass Profil 24 or equal and approved

suspended glass canopy over entrance

doorway

door entry system /

overhead door closer

hinges / SAA pull handles

and push plate

barrier matting to

floor of lobby area

Laundry

Office

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals
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FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals
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w/robe

w/robe

freestanding bank of

6No 'Secure by Design'

rated mail boxes

loadbearing stud

partition shown hatched

loadbearing stud

partition shown hatched

15.75

15.87

15.75

15.75

15.689

15.75

15.75

15.75 15.75 15.77

15.87

15.75

15.75

15.60 15.55

15.66

15.70

15.676

15.75

15.439

provide platt at emergency exit

door 1500x1500mm minimum

platt outwith door swing with

maximum 170mm step down to

hardstanding

15.60

new stone wall and railing erected

between existing pillars

existing stone pillar (retained)

rebuilt to end of existing stone wall

(where reduced in length)

existing stone wall and railing

retained to street frontage

existing stone wall and railing

retained to street frontage

1500x1500mm minimum

platt at access door

foul MH

CL  15.45

IL    14.382

foul IC

CL  15.75

IL    15.00

foul IC

CL  15.75

IL    14.89

foul MH

CL  15.75

IL    14.75

foul MH

CL  15.75

IL    14.79

foul MH

CL  15.75

IL    1

foul MH

CL  15.75

IL    1

1800mm high vertical

boarded timber boundary

fence

refer to Engineers

drawings for details and

specification for retaining

bin store

1800mm high vertical

boarded timber fence

1800mm high vertical

boarded timber fence

1800mm high vertical

boarded timber boundary

fence

1800mm high vertical

boarded timber boundary

fence

1800mm high vertical

boarded timber boundary

fence

B

C

B

E

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

refer to engineers drawings for

details of supporting steelwork

dryer

existing w/m and

dryer to be

relocated within

laundry to

accommodate

future stacking

washer/dryer unit

washing

machine

15.75
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internal lintol: 3No 195x45mm

C24 timbers

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

526mm wide

door leaf

526mm wide

door leaf

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

Hall

Unit 2

Kitchen

hanging rail

and shelf to

wardrobe

w/robe

hanging rail

and shelf to

wardrobe
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FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

864mm wide

door leaf

864mm wide

door leaf
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864mm wide

door leaf

store store

Bathroom

store

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

Hall

Unit 3

Kitchen

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

foul MH

CL  15.75

IL    1

foul MH

CL  15.75

IL    1

WINDOW (with restrictor)

s.o: 1645x1625mm

area:  2.26m²

daylight area:  1.61m²

WINDOW (with restrictor)

s.o: 970x1400mm

area:  1.18m²

daylight area:  0.85m²

WINDOW (with restrictor)

s.o: 970x1100mm

area:  0.96m²

daylight area:  0.75m²

WINDOW (with restrictor)

s.o: 970x1100mm

area:  0.96m²

daylight area:  0.75m²

WINDOW (with restrictor)

s.o: 970x1400mm

area:  1.18m²

daylight area:  0.85m²

WINDOW (with restrictor)

s.o: 970x1400mm

area:  1.18m²

daylight area:  0.85m²

corridor window opening

casements to be manually

opened to discharge smoke

direct to the external air

corridor window opening

casements to be manually

opened to discharge smoke

direct to the external air

corridor window opening

casements to be manually

opened to discharge smoke

direct to the external air

window opening casement to be

manually opened to discharge

smoke direct to the external air
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Ground Floor Plan - part 2

scale 1:50
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WINDOW (with restrictor)

s.o: 1645x1625mm

area:  2.26m²

daylight area:  1.61m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x1250mm

area:  0.74m²

daylight area:  0.46m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x1250mm

area:  0.74m²

daylight area:  0.46m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x1250mm

area:  0.74m²

daylight area:  0.46m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x1250mm

area:  0.74m²

daylight area:  0.46m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x1250mm

area:  0.74m²

daylight area:  0.46m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x1250mm

area:  0.74m²

daylight area:  0.46m²

external lintol: Robslee

Type C

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x1250mm

area:  0.74m²

daylight area:  0.46m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x4460mm

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 1645x1400mm

area:  2.01m²

daylight area:  1.35m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW (with restrictor)

s.o: 1645x1400mm

area:  2.01m²

daylight area:  1.35m²

external lintol: n/a

internal lintol: 3No 195x45mm

C24 timbers

WINDOW

s.o: 970x1625mm

area:

daylight area:  0.94m²

external lintol: n/a

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

Living Room

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

emergency escape window

minimum 450mm in any

direction with minimum opening

area of 0.33m² with base of

opening maximum 1100mm and

minimum 800mm above floor

level

Bedroom 1

Kitchen

provide a minimum of

1m³ kitchen storage

space

clothes dryer -

ie: 1.7m of line

per appartment

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

Hall

Unit 1

1110

4 3 2 156789

stair:-

clear stair width between handrails - 1000mm

floor to floor height - 3060mm (18 No 170mm

risers in total), with maximum opening

between adjacent treads of 90mm

stair going - 270mm

provide stair contrasting stair nosings to each

tread

handrail, to both sides of stair and around

landings to be fixed at a height of 1100mm

measured vertically above the pitch line of

the stair flight or landing where a handrail is

provided

handrail to extend at least 300mm beyond

the top and bottom of the flight

handrail abuts a newel post and has a profile

and projection that will allow a firm grip

handrail is returned, scrolled or wreathed

end, that will not present a risk of entrapment

to users

handrail contrasts visually with any adjacent

wall surface

Glass Profil 24 or equal and approved

suspended glass canopy over entrance

doorway

door entry system /

overhead door closer

hinges / SAA pull handles

and push plate

barrier matting to

floor of lobby area

barrier matting to

floor of lobby area

automatic doors to lobby

area

Laundry

Office

Office

One to One Office

General Office

store

IT store

Male

WC

Female

WC

Common Roomstore

DP Toilet

Female Toilets

Male Toilets

DSR

Common Area
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WINDOW (with restrictor)

s.o: 745x2120mm

area:  1.3m²

daylight area:  0.87m²

external lintol: timber

frame lintel

internal lintol: 3No 195x45mm

C24 timbers

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips and

cold smoke seals
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freestanding bank of

6No 'Secure by Design'

rated mail boxes

loadbearing stud

partition shown hatched

loadbearing stud

partition shown hatched

450mm diameter

manoeuvring space

450mm diameter

manoeuvring space

450mm diameter

manoeuvring space

15.87

15.00

14.75

14.75

14.20

14.21

15.78

15.87

15.75

14.97

15.87 top of wall

15.87

15.75

15.75

15.77

15.17

15.125

15.75 15.75 15.75 15.77

15.87

15.75

15.75

15.60

15.60

provide platt at emergency exit

door 1500x1500mm minimum

platt outwith door swing with

maximum 170mm step down to

hardstanding

provide platt at emergency exit

door 1500x1500mm minimum

platt outwith door swing with

maximum 170mm step down to

hardstanding

15.60

existing stone wall and railing

retained to street frontage

new stone wall and railing erected

between existing pillars

existing stone wall and railing

retained to street frontage

existing stone wall and railing

retained to street frontage

1500x1500mm minimum platt

at access door

1500x1500mm minimum

platt at access door

foul MH

CL  14.75

IL    14.04

foul MH

CL  14.75

IL    14.01

foul MH

CL  14.82

IL    13.96

foul MH

CL  14.90

IL    13.86

SW MH

CL  14.90

IL    13.98

foul IC

CL  15.75

IL    15.05

foul IC

CL  15.75

IL    15.00

foul IC

CL  15.75

IL    14.89

foul MH

CL  15.75

IL    14.75

foul MH

CL  15.75

IL    14.79

1800mm high vertical

boarded timber boundary

fence

refer to Engineers

drawings for details and

specification for retaining

wall

bin store

1800mm high vertical

boarded timber fence

1800mm high vertical

boarded timber fence

B

C

C

B

D

FF

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

FD 60 sc

door and frame with

intumescent strips

and cold smoke seals

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

refer to engineers drawings for

details of supporting steelwork

refer to engineers drawings for

details of supporting steelwork

refer to engineers drawings for

details of supporting steelwork

800mm wide strip of

tactile paving

strip of tactile paving

400mm from steps

800mm wide strip of

tactile paving

800mm wide strip of

tactile paving

800mm wide strip of

tactile paving

external steps:

300mm going

4No 150mm risers with

contrasting nosings

external steps:

300mm going

4No 150mm risers with

contrasting nosings

external steps:

300mm going

4No 150mm risers

with contrasting nosings

provide expanding intumescent

fire barrier (eg:  Tenmat Ventilate

Fire Barrier) to ventilated cavity

behind cladding system for

cavities up to 125mm

provide expanding intumescent

fire barrier (eg:  Tenmat Ventilate

Fire Barrier) to ventilated cavity

behind cladding system for

cavities up to 125mm

provide horizontal

offset to SVP stack,

within ceiling void, to

ventilated to exterior

provide horizontal

offset to SVP stack,

within ceiling void, to

ventilated to exterior

maximum occupant capacity of room:

not more than 60

sliding door linked to

fire alarm system with

'fail safe' to open

upon activation

dryer

existing w/m and

dryer to be

relocated within

laundry to

accommodate

future stacking

washer/dryer unit

washing

machine

internal lintol: 3No 195x45mm

C24 timbers

864mm wide

door leaf

FD 30 sc

door and frame with

intumescent strips

and cold smoke seals

window opening casements to be

manually opened to discharge

smoke direct to the external air

windows opening casements to

be manually opened to discharge

smoke direct to the external air

corridor window opening

casements to be manually

opened to discharge smoke

direct to the external air

corridor window opening

casements to be manually

opened to discharge smoke

direct to the external air

window opening casement to be

manually opened to discharge

smoke direct to the external air

windows opening casements to

be manually opened to discharge

smoke direct to the external air
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Loreburn Housing Association

PROPOSED HOUSING DEVELOPMENT

FORMER GARRICK HOSPITAL

EDINBURGH ROAD

STRANRAER

BLOCK 1 - Foyer Unit and Flats

GROUND FLOOR PLAN (part 1)

as PROPOSED

AT2853 B1-300-G

1:50 A1 Jan 2018 MEI MB

G:  2 July 2019 relocate door of 1to1 office MEI MB

01

Ground Floor Plan - part 1

scale 1:50
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